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1
STRIP GASKET

BACKGROUND

Gaskets are mechanical devices used to provide a leak-
tight seal between two slightly irregular mating surfaces,
such as an enclosure and its doors and accessories. In many
indoor and outdoor applications, a properly mounted, well-
performing gasket is critical to the protection of sensitive
electrical and electronic equipment inside the enclosure.
Gaskets can be used to exclude matter in the external
environment such as dust, dirt, and water, from entering an
enclosure.

Strip gaskets are a commonly used type of gasket for
sealing, enclosures. When installing strip gaskets, manufac-
turers may adhere rolls, or strips of a gasket to an enclosure
surface and then cut the strip to an exact measurement. Strip
gaskets typically have a single layer of adhesive on one side
of the gasket which allows it to adhere to a desired surface.
Because the gaskets were in a roll prior to installation, the
gaskets may have a curved shape which can cause a void or
space to appear between the strip gasket and a surface on
which the strip gasket is applied. These voids or spaces can
allow water or other particulate matter to enter the enclosure
under the gasket.

Further, multiple pieces of strip gaskets may be used to
completely cover a desired surface. However, when multiple
pieces of strip gaskets are connected together to cover a
desired surface, this method of installation creates a seam in
each corner or joint between the interconnecting gasket
pieces. These seams may make the gasket more vulnerable
to wear and damage over time.

Strip gaskets applied to enclosure doors during assembly
at a manufacturing plant also tend to get stretched during the
assembly operation. The strip gaskets are placed into the
enclosure doors and then cut to match tightly at the corners.
A tight fit between the pieces of the strip gaskets is critical
in attempting keeping water or other particulate matter out
of the enclosure. Stretched gaskets will shrink to their
original length over time, causing them to separate from one
another. This separation allows water and other matter to
penetrate under the gasket at the gasket joints.

Therefore, there exists a need for a strip gasket which will
not stretch, while also preventing water and other matter
from entering under the gasket and into an enclosure.

SUMMARY OF THE INVENTION

Embodiments of the disclosure provide a strip gasket for
an enclosure, the strip gasket comprising a base having a
first surface, a plurality of adhesive strips on the first surface
wherein a first adhesive strip includes a first adhesive and a
non-stretchable carrier for the first adhesive and a second
adhesive strip includes an second adhesive.

Embodiments of the disclosure also provide a strip gasket
for an enclosure, the strip gasket comprising a base having
a first surface, a single adhesive strip on the first surface
where a first section of the single adhesive strip includes a
first adhesive and a non-stretchable carrier for the first
adhesive and a second section of the single adhesive strip
includes an second adhesive.

Embodiments of the disclosure also provide an enclosure
having a strip gasket, the enclosure comprising a body
having a front surface wherein the front surface includes a
first outer periphery portion, a door having an inner surface
wherein the inner surface includes a second outer periphery
portion, a strip gasket having a base section, a first adhesive
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strip and a second adhesive strip wherein the first adhesive
strip includes a non-stretchable carrier, and wherein the strip
gasket is applied along the second outer periphery portion of
the door such that the strip gasket can come in contact with
the first outer periphery of the body when the door is closed
and abuts against the front surface of the body.

These and other features, aspects, and advantages of the
present disclosure will become better understood upon con-
sideration of the following detailed description, drawings,
and appended claims.

DESCRIPTION OF THE DRAWINGS

FIG. 1 is a perspective view of one embodiment of an
enclosure with a strip gasket attached to the enclosure door.

FIG. 2 is a perspective view of a first embodiment of a
strip gasket having multiple adhesive strips.

FIG. 3 is a perspective view of a second embodiment of
a strip gasket having multiple adhesive strips.

FIG. 4 is a top view of a third embodiment of a strip
gasket having multiple adhesive strips and a paper covering
over the multiple adhesive strips.

FIG. 5 is a perspective view of a fourth embodiment of a
strip gasket having a single adhesive strip with a non-
stretchable carrier located in a section of the adhesive.

DETAILED DESCRIPTION

Before any embodiments of the invention are explained in
detail, it is to be understood that the invention is not limited
in its application to the details of construction and the
arrangement of components set forth in the following
description or illustrated in the following drawings. The
invention is capable of other embodiments and of being
practiced or of being carried out in various ways. Also, it is
to be understood that the phraseology and terminology used
herein is for the purpose of description and should not be
regarded as limiting. The use of “including,” “comprising,”
or “having” and variations thereof herein is meant to encom-
pass the items listed thereafter and equivalents thereof as
well as additional items. Unless specified or limited other-
wise, the terms “applied” and “coupled” and variations
thereof are used broadly and encompass both direct and
indirect mountings, connections, supports, and couplings.
Further, “applied” and “coupled” are not restricted to physi-
cal or mechanical connections or couplings.

The following discussion is presented to enable a person
skilled in the art to make and use embodiments of the
invention. Various modifications to the illustrated embodi-
ments will be readily apparent to those skilled in the art, and
the generic principles herein can be applied to other embodi-
ments and applications without departing from embodi-
ments of the invention. Thus, embodiments of the invention
are not intended to be limited to embodiments shown, but
are to be accorded the widest scope consistent with the
principles and features disclosed herein. The following
detailed description is to be read with reference to the
figures, in which like elements in different figures have like
reference numerals. The figures, which are not necessarily to
scale, depict selected embodiments and are not intended to
limit the scope of embodiments of the invention. Skilled
artisans will recognize the examples provided herein have
many useful alternatives and fall within the scope of
embodiments of the invention.

FIG. 1 illustrates one embodiment of an enclosure 10
having a body 20 and a door 30. A strip gasket 40 can be
applied to an inner surface 32 of the door 30. The strip
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gasket 20 can be cut into precise dimensions to allow the
gasket 20 to cover the outer periphery 34 of the inner surface
32 of the door 30. The outer periphery 34 of the door 30 can
be configured to mate with an outer periphery 22 of a front
surface 24 of the enclosure body 20 when the door 30 is
closed and abuts against the enclosure body 20. In this
embodiment, when the door 30 is closed against the enclo-
sure body 20, the gasket 40 provides a seal between the outer
peripheral surfaces 22, 34 of the body 20 and door 30 of the
enclosure 10.

FIG. 2 illustrates one embodiment of a strip gasket 40.
The strip gasket 40 can be made of various materials such as
foam, vinyl, synthetic rubber or silicone. The strip gasket 40
includes a base 42 and a top surface 44. In one embodiment,
the base 42 of the gasket 40 is solid.

FIG. 3 illustrates an alternative embodiment of a strip
gasket 50. In this embodiment, the base 52 of the gasket 50
is hollow and can have an inner surface 54 and an outer
surface 56. The inner surface 54 of the gasket 50 is config-
ured to provide a hollow cross section region. It should be
understood to one of ordinary skill in the art that alternative
cross sectional shapes can also be used with the strip gasket
50. The gasket 50 can have cross sectional shapes such as a
round shape, a rectangular shape, a “FIG. 8” shape, a “C”
shape, a “D” shape, a “P” shape or other shapes known in the
art. These cross sectional shapes can be solid, hollow or a
combination thereof.

Referring back to FIG. 2, the strip gasket 40 includes
multiple adhesive strips 60, 62. In one embodiment, the strip
gasket 40 can include a first adhesive strip 60 and a second
adhesive strip 62. The first adhesive strip 60 can be parallel
to the second adhesive strip 62. However, the orientation of
the multiple adhesive strips can be adjusted as desired by the
user to provide a proper seal. The first adhesive strip 60 can
also be spaced from the second adhesive strip 62. In an
alternative embodiment, the first adhesive strip 60 and the
second adhesive strip 62 can be proximate to one another
with substantially little to no spacing between the first 60
and second 62 adhesive strips.

The first adhesive strip 60 includes an adhesive 66 and a
non-stretchable carrier 68 for the adhesive 66. The non-
stretchable carrier 68 for the first adhesive strip 60 helps
prevent the gasket 40 from being stretched. This helps
prevent the gasket 40 from shrinking over time, which can
cause one portion of the gasket 40 to draw away and separate
from a surrounding portion of the gasket 40 at a gasket joint
41. This separation of the gasket 40 portions could allow
water and other matter to penetrate under the gasket 40 at
one or more gasket joints 41.

The second adhesive strip 62 works in conjunction with
the first adhesive strip 60 to create a tight seal against a
surface to which the strip 60 is attached. This tight seal helps
prevent water, dust and other particulate matter from passing
through and around the strip 40. Having a second adhesive
strip 62 also helps ensure that the strip gasket 40 completely
adheres to a desired surface. Therefore, even if there are
voids or spaces created between the first adhesive strip 60
and a desired surface when the first adhesive strip 60 is
installed, the second adhesive strip 62 ensures that water or
other particulate matter will not reach these voids or spaces.

In one embodiment, a user can apply the strip 40 such that
the second adhesive strip 62 is applied proximate to an outer
edge 36 of the door 30 and the first adhesive strip is applied
proximate to an inner edge 38 of the door 30. The second
adhesive strip 62 can be applied proximate to an outer edge
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36 of the door 30 to help prevent any water or other
particulate matter from passing through or around the strip
40.

FIG. 4 illustrates one embodiment of a strip gasket 70.
The strip gasket 70 includes a first adhesive strip 72 and a
second adhesive strip 74. The first adhesive strip 72 and
second adhesive strip 74 includes a first paper 76 and a
second paper 78 to cover adhesive within each respective
adhesive strip 72, 74 until they are ready for use. The first
paper 76 can be a different color from the second paper 78
to indicate to a user that one paper covers the adhesive
having a non-stretchable carrier, while the other paper
covers an adhesive only. For example, the first paper 76 can
be colored brown to indicate that it covers an adhesive
having a non-stretchable carrier, while the second paper 78
can be colored white to indicate that it covers an adhesive
only. In an alternative embodiment, the first adhesive strip
72 and second adhesive strip 74 includes a single paper to
cover both adhesives within each respective adhesive strip
72, 74 until they are ready for use.

FIG. 5 illustrates one embodiment of a strip gasket 80.
The strip gasket 80 includes a base 81 and a top surface 83.
The base 81 can be solid or hollow. The strip gasket 80
includes a single adhesive strip 82 and includes adhesive
located on a top surface 83 of the base 81. The single
adhesive strip 82 includes multiple distinct sections. In one
embodiment, the adhesive strip 82 includes two distinct
sections on its top surface 85: a first section 84 and a second
section 86. The first section 84 of the adhesive strip 82
includes an adhesive 90 and a non-stretchable carrier 92 for
the adhesive 90. The second section 86 of the adhesive strip
82 includes an adhesive 94 which can be the same substance
as the adhesive 90 of the first section 84 or can be a different
adhesive substance. The non-stretchable carrier 92 of the
first section 84 helps to prevent the strip gasket 80 from
stretching over time and the adhesive 94 of the second
section 86 helps the strip 82 to completely adhere to a
desired surface. The second section 86 of the adhesive strip
82 also helps prevent water and other matter from entering
under the strip gasket 80 because of the tight seal created
between the second section 86 and a desired surface. The
single adhesive strip 82 can also include a paper 88 to cover
adhesives 90, 94 within the first section 84 and second
section 86 of the adhesive strip 82 until it is ready for use.

It will be appreciated by those skilled in the art that while
the invention has been described above in connection with
particular embodiments and examples, the invention is not
necessarily so limited, and that numerous other embodi-
ments, examples, uses, modifications and departures from
the embodiments, examples and uses are intended to be
encompassed by the claims attached hereto. The strip gasket
can be made in desired shapes from various kinds of
materials available in the field and known to a person skilled
in the art. This disclosure intends to cover all the equivalent
embodiments and is limited only by the appended claims.

The invention claimed is:

1. A strip gasket for an enclosure, the strip gasket com-

prising:

a base having a first surface;

a first adhesive strip attached to the base and extending
along the first surface, the first adhesive strip compris-
ing:

a first adhesive; and

a non-stretchable carrier extending along the first sur-
face and preventing the strip gasket from stretching
or shrinking over time; and
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a second adhesive strip attached to the base and extending
along the first surface parallel to the first adhesive strip,
the second adhesive strip comprising a second adhesive
that prevents ingress of water and dust under the strip
gasket and into the enclosure when the strip gasket is
mounted on the enclosure.

2. The strip gasket of claim 1 further comprising a first
paper to cover the first adhesive strip until the strip gasket is
to be mounted to the enclosure, the first paper having a first
color identifying the first adhesive strip.

3. The strip gasket of claim 2 further comprising a second
paper to cover the second adhesive strip until the strip gasket
is to be mounted to the enclosure, the second paper having
a second color identifying the second adhesive strip, the
second color being different from the first color.

4. The strip gasket of claim 1 wherein the base is hollow.

5. The strip gasket of claim 1 wherein the first adhesive
strip is spaced from the second adhesive strip.

6. The strip gasket of claim 1 wherein the first adhesive
strip is located next to the second adhesive strip with
substantially no spacing between the first adhesive strip and
the second adhesive strip.

7. The strip gasket of claim 6 further comprising a paper
to cover the first adhesive strip and the second adhesive
strip.

8. A strip gasket for an enclosure, the strip gasket com-
prising:

a base having a first surface; and

exactly one single adhesive strip on the first surface where
a first section of the single adhesive strip includes a first
adhesive and a non-stretchable carrier for the first
adhesive and a second section of the single adhesive
strip distinct from the first section includes a second
adhesive.

9. The strip gasket of claim 8 further comprising a paper

to cover the single adhesive strip.

10. The strip gasket of claim 8 wherein the base is hollow.

11. The strip gasket of claim 8 wherein the first adhesive
and the second adhesive are the same substance.

12. The strip gasket of claim 8, wherein the second
adhesive is a different adhesive substance from the first
adhesive.
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13. The strip gasket of claim 8 wherein the first section
and the second section cooperate to form a top surface of the
single adhesive strip.

14. The strip gasket of claim 13 wherein the first section
of the single adhesive strip abuts the second section of the
single adhesive strip along a length of the first surface.

15. An enclosure having a strip gasket, the enclosure
comprising:

a body having a front surface wherein the front surface

includes a first outer periphery portion;

a door having an inner surface wherein the inner surface

includes a second outer periphery portion; and

a strip gasket having a base, a first adhesive strip attached

to a first surface of the base, and a second adhesive strip
attached to the first surface of the base, wherein the first
adhesive strip includes a non-stretchable carrier
extending along the first surface and preventing the
strip gasket from stretching or shrinking over time, and
the second adhesive strip comprises a second adhesive
that prevents ingress of water and dust under the strip
gasket and into the enclosure when the strip gasket is
mounted on the enclosure;

wherein the strip gasket is applied along the second outer

periphery portion of the door such that the strip gasket
can come in contact with the first outer periphery of the
body when the door is closed and abuts against the front
surface of the body.

16. The enclosure of claim 15 wherein the first adhesive
strip is spaced from the second adhesive strip.

17. The strip gasket of claim 15 wherein the first adhesive
strip is located next to the second adhesive strip with
substantially no spacing between the first adhesive strip and
the second adhesive strip.

18. The enclosure of claim 15 further comprising a first
paper to cover at least the first adhesive strip.

19. The enclosure of claim 18 wherein the first paper
covers the first adhesive strip and has a first color, the
enclosure further comprising a second paper covering the
second adhesive strip and having a second color different
from the first color.



